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PERFORMANCE SPECIFICATION

CAPACITOR, FIXED, CERAMIC, MULTILAYER, HIGH VOLTAGE
(GENERAL PURPOSE), ESTABLISHED RELIABILITY,

GENERAL SPECIFICATION FOR

This supplement forms a part of MIL-PRF-49467A, dated 19 May 1997.

SPECIFICATION SHEETS

MIL-PRF-49467/1  -  Capacitor, Ceramic, Multilayer, High Voltage, 1,000 V DC, Established Reliability, Style HVR01.

MIL-PRF-49467/2  -  Capacitor, Ceramic, Multilayer, High Voltage, 2,000 V DC, Established Reliability, Style HVR02.

MIL-PRF-49467/3  -  Capacitor, Ceramic, Multilayer, High Voltage, 3,000 V DC, Established Reliability, Style HVR03.

MIL-PRF-49467/4  -  Capacitor, Ceramic, Multilayer, High Voltage, 4,000 V DC, Established Reliability, Style HVR04.

MIL-PRF-49467/5  -  Capacitor, Ceramic, Multilayer, High Voltage, 5,000 V DC, Established Reliability, Style HVR05.

MIL-PRF-49467/7  -  Capacitor, Ceramic, Multilayer, High Voltage, 600 V DC, Established Reliability, Style HVR07.

Preparing activity:              
Army - CR                      

Agent:                                
DLA -  CC                      

                                                                                                                                    (Project 5910-1867-99)

AMSC N/A 1 of 1 FSC 5910
DISTRIBUTION STATEMENT A.  Approved for public release; distribution is unlimited.

Source: https://assist.dla.mil -- Downloaded: 2016-11-16T22:19Z
Check the source to verify that this is the current version before use.


